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SET-UP AND OPERATING INSTRUCTIONS:— FOR 
BOX CAR SET 930 


POWERPACK ACCESSORY 
TERMINALS — A.C. 


PUSH BUTTON SWITCH 


BE SURE TWO BRASS CONTACTS 


OPERATING » 
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1. Slide a 9” straight track into the retainers on the 
operating section. 


2. Connect the 9” straight track to straight or curved 
sections of your railroad layout. 


3. Connect the two leads from the A.C. (acces- 
sories) terminals on your power pak. Be sure the 
terminals are tightly secured to the power pak. 


4. To operate Box Car, stop the car in the center of 
the operating track section. Gently press switch fully 
downward. This will eject one box from car. Repeat 
this action to unload the next crate. This may be 
repeated several times before the Box Car is fully 
unloaded. 


5. Caution: Do not strike switch or hold it in its 
mid-position. 


ARE CLEAR OF DIRT AND MOVE IN 
AND OUT UNDER SPRING PRESSURE 
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CONTACT PINS ON OPPOSITE 
~~ SIDE OF BOX CAR 
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NOTE: BIN SHOULD BE AS CLOSE AS 
POSSIBLE WHEN OPERATING BOX CAR 
IS BEING USED , f* 
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HOW TO TAKE CARE OF YOUR 

OPERATING CARS 

1. Do not load your Operating Box Cars with any 
other load than the loads TYCO has furnished. 
Heavier objects loaded on the cars may damage the 
operating mechanism. 


2. Keep the track and contacts clean and free from 
dust. ; 
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